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Instructions for Headend Techs Transitioning to the AMC-10 Satellite 
In May 2004, The Weather Channel made a transition for the satellite feed for all IntelliStar® units to the AMC-10 satellite feed. If it is necessary to make adjustments in order to receive the feed from the AMC-10 satellite, complete the following steps: 

1. Change the RF input cable on RF In 1 of the IRD from Galaxy V Vertical to AMC-10 Horizontal. 

2. When the cursor on the IRD front panel blinks next to RF Ports, press the [ENTER] key. The cursor now blinks next to Satellite = C4 (Menu 1 of 10). If the IRD menu light should deactivate while you are working, press the [ENTER] key to reactivate the light. 

3. Press the left arrow key once. The menu page is now set at (Menu 10 of 10). 

4. Press the down arrow key once. The cursor now blinks next to Frequency. 

5. Press the [ENTER] key. The cursor now blinks next to the current Frequency setting. 

6. Press the arrow keys until the setting is C-Band 970.00 MHz. 

7. Press the soft key Save (see diagram below). 
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8. Press the down arrow key once to select Symbol:Code:Bit. 

9. Press the [ENTER] key. 

10. Press the up or down arrow key until is the setting is 29.3:3/4:Combined. 

11. Press the soft key Save. 

12. Press the soft key Main Menu. The cursor now blinks next to RF Ports. 

13. Press the [ENTER] key. The cursor now blinks next to Active Ports (Menu 10 of 10). 

14. Press the right arrow key once. The cursor now blinks next to Satellite (Menu 1 of 10). 

15. Press the [ENTER] key. 

16. Press the up arrow key to scroll to C10. 

17. Press the soft key Save. 

18. Press the down arrow key once to select Polarity. 

19. Press the [ENTER] key. 

20. Press the up arrow key to scroll to Horizontal. 

21. Press the soft key Save. 

22. Press the soft key Main Menu. The cursor now blinks next to RF Ports. 

23. Press the down arrow key once to scroll to Channels. 

24. Press the [ENTER] key. The cursor now blinks next to VCT ID. 

25. Press the [ENTER] key. 

26. Ensure that the VCT ID is set to 677. If it is not, use the up arrow key to set it to 677. 

27. Press the soft key Save. Even if the VCT ID is already set to 677, you must still press the soft key Save. 

28. Press the down arrow key once to scroll to Channel Number. 

29. Press the [ENTER] key. 

30. Ensure that the Channel Number is set to 100. If it is not, use the up arrow key to set it to 100. 

31. Press the soft key Save. Even if the Channel Number is already set to 100, you must still press the soft key Save. The Digicipher LED and Bypass LED go off for about 30 seconds and then the Digicipher LED and the Authorized LED illuminate (you’ll hear a click). If this does not occur, call The Weather Channel Solution Center (1-800-554-7354, Option 1). 
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